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CUSTOMER SUBMITTAL SHEET
ITEM # LCD1624 Surface Mounted Wraparound Luminaire
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MADE IN USA

BACKPLATE

48_5/8"

8_7/8"

1. TYPE : 4', 2-lamp LED T8 surface mounted wraparound luminaire. Finger actuated, spring-loaded stamped

steel hinge & latch located on each lens end plate. Opens from either side for easy relamping.

2. CONSTRUCTION : 22 ga. Electro galvanized steel welded housing, no unused holes or KO's on the

                                    fi xture housing.

3. FINISH : Baked powder coated fi nish, painted after fabrication.

CS - Camaro Silver (Cardinal® GR06).

4. OPTICS : DRP3- High impact clear prismatic acrylic lens. Min. 0.125 OA. thickness.

5. MECHANICAL : WL - Wet location.

GSKN- Neoprene gasketed.

6. WIRING : 2C - 2 circuits wiring, 1 circuit per one LED T8 lamp.

7. LABEL : UL listed. Suitable for wet location.

       Go Green lable on outside of fi xture housing, indicating live end of the fi xture, label provided

by customer.

8. PART NUMBER:

LCD1624-2-4LR-CS-DRP3-WL-GSKN-2C-LED8R-UNV

CROSS SECTION

2_1/4"

4_1/2"

8_7/8"

*No Unused Holes And KO's On Blackplate.

LR = LED T8 light tube, self-drivered.

Black lead and white lead connected to
the same end.

Black

White

Hot A.C. Line

Common

LAMP TYPE


